
URINAL SEAL
LEAK FREE. HASSLE FREE. WORRY-FREE.WAX FREE

• Quick, reliable installation — long-term performance  
with the added benefit of being reusable during service calls 

• Flexible adhesive forms a strong bond with the urinal for  
a secure fit 

• Engineered to seal to the inside of the drain pipe,  
forming a watertight, gastight, and odor-tight seal 

• Made of durable, flexible PVC that accommodates slight  
shifting and resists wear 

• Will not absorb moisture or break down over time 

• Ideal for new installations and replacements

PATENT 8,572,768 | D655, 400S   
D655, 795S | D655, 796S | D649, 625S

PART NUMBER DESCRIPTION CASE QUANTITY
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URINAL SEAL
LEAK FREE. HASSLE FREE. WORRY-FREE.WAX FREE

2” Drain Pipe

Urinal Flange
Adhesive

Strong flexible  
adhesive creates  
a positive seal with 
the urinal
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SECTION A-A

Patents:
D6557965, D6557955,
D6554005, D6496255,
8572768

ASTM   A1045
ASTM   D5926

NOTE:

  

HOT APPLIED PERMANENT PRESSURE SENSITIVE, 
HYDROPHOBIC, AMBER COLORADHESIVE

MANUFACTURED TO:

300 S. DAYTON ST.
DAVISON, MI 48423
PH: 810-503-9000
FAX:810-653-8714

DESCRIPTION:

AUTHOR:

CHECKER:

DATE:

INCHES
UNITS:

SHEET: 1 OF 1

NOT TO SCALE
TOLERANCES:

FRACTIONAL  1/4"
.XX= .06

ANG.= 3
UNLESS OTHERWISE SPECIFIED

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
FERNCO, INC.  ANY REPRODUCTION IN 
PART OR AS A WHOLE WITHOUT THE
WRITTEN PERMISSION OF FERNCO, INC.
IS PROHIBITED.

4/7/2025TYLER KELLER
PART WEIGHT:GASKET MATERIAL ELASTOMERIC PVC

FUS-2 Wax Free Urinal Seal for 2" Drain Pipe

0.12 LBS
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• Conforms to ASTM D 5926 and ASTM A 1045
• Adhesive: Permanent Pressure Sensitive Adhesive

WALL PREPARATION 
NEW: Install the hanger brackets
and the drain connection
according to the urinal
manufacturer’s instructions.
REPLACEMENT: Urinal flange  
wall adapter must be clean and free
from wax or old sealing material.ST
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PREPARE URINAL 
Urinal must be clean, dry,  
and free from wax or old  
sealing material.
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HANG URINAL 
Hang the top of the urinal on the 
hanger brackets, then pivot the 
urinal down until the seal makes 
contact with the urinal. Reach 
behind the urinal and press the 
adhesive firmly onto the back  
of the urinal.ST
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INSTALL URINAL SEAL 
Insert the Fernco urinal seal into 
the wall adapter far enough that 
it will not fall out during urinal 
installation. Remove white  
release paper from adhesive.
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SECURE URINAL 
Tighten the bolts to secure the 
urinal against movement.
Do not over- tighten or the
urinal may break.
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CHECK FOR LEAKS 
Connect water supply and verify  
the drain connection is leak free.
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